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By Diesse Ltd

Shades





1

The essential of the Diesse Ltd style: the definitive concrete
look range. Harmonious cold and warm tones with a minimalist 
con-crete look available in various sizes and colours, which can be 
mixed together also with ten different decorated tiles with uni-
que patterns: a wide and exclusive choice of design options.
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matt rectified  10

WHITE-DSS01

60x60 30x60 20x60 10x60 10x10

15x15 15x15 Cold Mix 1* 20x20

Mosaic 30x30_chip 5x5Mosaic 30x60

* Cold Mix 1 is composed by White, Grey and Silver

          20x20  8

20x20 Marrakech Cold
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matt rectified  10

COLD UNO

20x20  8
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White-DSS01, 60x60



7V2 MODERATE
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matt rectified  10

GREY-DSS02

60x60 30x60 20x60 10x60 10x10

Mosaic 30x30_chip 5x5Mosaic 30x60

* Cold Mix 1 is composed by White, Grey and Silver

20x20 Marrakech Cold15x15 15x15 Cold Mix 1*

          20x20  8
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matt rectified  10

COLD DUE

20x20  8
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Grey-DSS02, 60x60 ( loor) - Cold Mix 1, 15x15 (wall)
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12 V2 MODERATE



13MODERATE
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matt rectified  10

SILVER-DSS03

60x60 30x60 20x60 10x60 10x10

Mosaic 30x30_chip 5x5Mosaic 30x60

* Cold Mix 1 is composed by White, Grey and Silver

20x20 Marrakech Cold15x15 15x15 Cold Mix 1*

          20x20  8
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matt rectified  10

COLD TRE

20x20  8



16 V2 MODERATE



17MODERATE

Cold Mix 1, 15x15
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matt rectified  10

STONE-DSS05

60x60 30x60 20x60 10x60 10x10

Mosaic 30x30_chip 5x5Mosaic 30x60

* Cold Mix 2 is composed by Stone, Metal and Black

20x20 Marrakech Cold15x15 15x15 Cold Mix 2*

          20x20  8
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matt rectified  10

COLD QUATTRO

20x20  8
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Stone-DSS05, 60x60 ( loor) - Cold Mix 2, 15x15/Marrakech Cold Anna, 20x20 (wall)
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22 V2 MODERATE



23MODERATE
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matt rectified  10

METAL-DSS08

60x60 30x60 20x60 10x60 10x10

Mosaic 30x30_chip 5x5Mosaic 30x60

* Cold Mix 2 is composed by Stone, Metal and Black

20x20 Marrakech Cold15x15 15x15 Cold Mix 2*

          20x20  8
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matt rectified  10

COLD CINQUE

20x20  8
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Metal- DSS08, 60x60 



27V2 MODERATE
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matt rectified  10

BLACK-DSS09

60x60 30x60 20x60 10x60 10x10

Mosaic 30x30_chip 5x5Mosaic 30x60

* Cold Mix 2 is composed by Stone, Metal and Black

20x20 Marrakech Cold15x15 15x15 Cold Mix 2*

          20x20  8
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matt rectified  10

COLD SEI

20x20  8
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Black-DSS09, 60x60 ( loor) 
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32 V2 MODERATE



33MODERATE

Cold Mix 2, 15x15
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ten patterns mix:

Marrakech Cold 20x20

*also available in combination

White -DSS01 20x20*
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A B

C D

four single patterns:



Marrakech Cold C 20x20
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Silver- DSS03, 60x60 ( loor) - Marrakech Cold mix, 20x20 (wall)
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matt rectified  10

TAUPE-DSS04

60x60 30x60 20x60 10x60 10x10

15x15 15x15 Warm Mix* 20x20

Mosaic 30x30_chip 5x5Mosaic 30x60

* Warm Mix is composed by Taupe, Mud and Brown

          20x20  8

20x20 Marrakech Warm
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matt rectified  10

WARM UNO

20x20  8
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Taupe-DSS04, 60x60 ( loor) - Warm Mix, 15x15 (wall)
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43V2 MODERATE
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matt rectified  10

MUD-DSS06

60x60 30x60 20x60 10x60 10x10

Mosaic 30x30_chip 5x5Mosaic 30x60

* Warm Mix is composed by Taupe, Mud and Brown

20x20 Marrakech Warm15x15 15x15 Warm Mix*

          20x20  8
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matt rectified  10

WARM DUE

20x20  8
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Mud-DSS06, 60x60



47V2 MODERATE
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matt rectified  10

BROWN-DSS07

60x60 30x60 20x60 10x60 10x10

Mosaic 30x30_chip 5x5Mosaic 30x60

* Warm Mix is composed by Taupe, Mud and Brown

20x20 Marrakech Warm15x15 15x15 Warm Mix*

          20x20  8
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matt rectified  10

WARM TRE

20x20  8



50 V2 MODERATE



51MODERATE

Warm Mix, 15x15
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Marrakech Warm 20x20

ten patterns mix:

*also available in combination

       Taupe-DSS04 20x20*
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A B

C D

four single patterns:
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Marrakech Warm A, 20x20
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SIZES COLORS CODES
BOX PALLET

PCS SQ.MT. KG BOXES SQ.MT. KG

60x60 cm  matt rectified

White - DSS01
Grey -    DSS02
Silver -  DSS03
Taupe  - DSS04
Stone  - DSS05
Mud   -   DSS06
Brown - DSS07
Metal -   DSS08
Black  -  DSS09

3 1,08 24,26 40 43,20 970

30x60 cm  matt rectified
6 1,08 20,92 48 51,84 1.004

20x60 cm  matt rectified
8 0,96 21 48 46,08 1.008

10x60 cm  matt rectified
15 0,90 20,65 40 36 826

10x10 cm 
matt rectified

50 0,50 11,50 50 25 575

15x15 cm 
matt rectified

44 1 22,50 48 48 1.080

15x15 cm mix 
  matt rectified

COLD MIX 1
COLD MIX 2
WARM MIX

44 1 22,50 48 48 1.080

20x20 cm  matt White - DSS01
Taupe - DSS04 30 1,20 19,34 54 64,80 1.044

PACKAGING AND CODES

White - DSS01
Grey -    DSS02
Silver -  DSS03
Taupe  - DSS04
Stone  - DSS05
Mud   -   DSS06
Brown - DSS07
Metal -   DSS08
Black  -  DSS09

White - DSS01
Grey -    DSS02
Silver -  DSS03
Taupe  - DSS04
Stone  - DSS05
Mud   -   DSS06
Brown - DSS07
Metal -   DSS08
Black  -  DSS09

White - DSS01
Grey -    DSS02
Silver -  DSS03
Taupe  - DSS04
Stone  - DSS05
Mud   -   DSS06
Brown - DSS07
Metal -   DSS08
Black  -  DSS09

White - DSS01
Grey -    DSS02
Silver -  DSS03
Taupe  - DSS04
Stone  - DSS05
Mud   -   DSS06
Brown - DSS07
Metal -   DSS08
Black  -  DSS09

White - DSS01
Grey -    DSS02
Silver -  DSS03
Taupe  - DSS04
Stone  - DSS05
Mud   -   DSS06
Brown - DSS07
Metal -   DSS08
Black  -  DSS09
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20x20 cm marrakech cold 
matt

D
C
B
A
MIX 10 DECORS

30 1,20 19,34 54 64,80 1.044

20x20 cm marrakech warm 
matt

D
C
B
A
MIX 10 DECORS

30 1,20 19,34 54 64,80 1.044

mosaic 30x30 cm 
) matt rectified 11 1 21 30 30 630

mosaic 30x60 cm 
matt rectified

6 1,08 21 30 32,40 630

step 30x60 cm  matt 
rectified

6 1,08 24,80 - - -

skirting 7x60 cm   matt 
rectified

14 8,40 ml 14,70 - - -

SIZES COLORS CODES
BOX PALLET

PCS SQ.MT. KG BOXES SQ.MT. KG

60x60 cm 235/8”x235/8”
matt rectified

COLD UNO
COLD DUE
COLD TRE
COLD QUATTRO
COLD CINQUE
COLD SEI
WARM UNO
WARM DUE
WARM TRE

TTBGCU60N
TTBGCD60N
TTBGCT60N
TTBGCQ60N
TTBGCC60N
TTBGCS60N
TTBGWU60N
TTBGWD60N
TTBGWT60N

3 1,08 24,26 40 43,20 970

30x60 cm 117/8”x235/8”
matt rectified

COLD UNO
COLD DUE
COLD TRE
COLD QUATTRO
COLD CINQUE
COLD SEI
WARM UNO
WARM DUE
WARM TRE

TTBGCU36N
TTBGCD36N
TTBGCT36N
TTBGCQ36N
TTBGCC36N
TTBGCS36N
TTBGWU36N
TTBGWD36N
TTBGWT36N

6 1,08 20,92 48 51,84 1.004

20x60 cm 77/8”x235/8”
matt rectified

COLD UNO
COLD DUE
COLD TRE
COLD QUATTRO
COLD CINQUE
COLD SEI
WARM UNO
WARM DUE
WARM TRE

TTBGCU20N
TTBGCD20N
TTBGCT20N
TTBGCQ20N
TTBGCC20N
TTBGCS20N
TTBGWU20N
TTBGWD20N
TTBGWT20N

8 0,96 21 48 46,08 1.008

10x60 cm 4”x235/8”
matt rectified

COLD UNO
COLD DUE
COLD TRE
COLD QUATTRO
COLD CINQUE
COLD SEI
WARM UNO
WARM DUE
WARM TRE

TTBGCU10N
TTBGCD10N
TTBGCT10N
TTBGCQ10N
TTBGCC10N
TTBGCS10N
TTBGWU10N
TTBGWD10N
TTBGWT10N

15 0,90 20,65 40 36 826

10x10 cm 4”x4”
matt rectified

COLD UNO
COLD DUE
COLD TRE
COLD QUATTRO
COLD CINQUE
COLD SEI
WARM UNO
WARM DUE
WARM TRE

TTBGCU11N
TTBGCD11N
TTBGCT11N
TTBGCQ11N
TTBGCC11N
TTBGCS11N
TTBGWU11N
TTBGWD11N
TTBGWT11N

50 0,50 11,50 50 25 575

15x15 cm 6”x6”
matt rectified

COLD UNO
COLD DUE
COLD TRE
COLD QUATTRO
COLD CINQUE
COLD SEI
WARM UNO
WARM DUE
WARM TRE

TTBGCU15N
TTBGCD15N
TTBGCT15N
TTBGCQ15N
TTBGCC15N
TTBGCS15N
TTBGWU15N
TTBGWD15N
TTBGWT15N

44 1 22,50 48 48 1.080

15x15 cm mix 
 6”x6” matt rectified

COLD MIX 1
COLD MIX 2
WARM MIX

TTBGCM15N
TTBGCM15N2
TTBGWM15N

44 1 22,50 48 48 1.080

20x20 cm 77/8”x77/8”
matt

COLD UNO
WARM UNO

TTBGCU22N
TTBGWU22N 30 1,20 19,34 54 64,80 1.044

LAYING SCHEMES/LISTELS

LS1 LS2 LS3
38% /m²     10 x 60 cm
62% /m²     20 x 60 cm

13% /m²     10 x 60 cm
35% /m²     20 x 60 cm
52% /m²     30 x 60 cm

13% /m²     10 x 60 cm
35% /m²     20 x 60 cm
52% /m²     30 x 60 cm

SIZES COLORS CODES
BOX PALLET

PCS SQ.MT. KG BOXES SQ.MT. KG

Diesse Ltd reserves the right to modify packaging details on individual orders or on particular colours and/or sizes.

White - DSS01
Grey -    DSS02
Silver -  DSS03
Taupee   DSS04
Stone  - DSS05
Mud   -   DSS06
Brown - DSS07
Metal -   DSS08
Black  -  DSS09

White - DSS01
Grey -    DSS02
Silver -  DSS03
Taupee   DSS04
Stone  - DSS05
Mud   -   DSS06
Brown - DSS07
Metal -   DSS08
Black  -  DSS09

White - DSS01
Grey -    DSS02
Silver -  DSS03
Taupee   DSS04
Stone  - DSS05
Mud   -   DSS06
Brown - DSS07
Metal -   DSS08
Black  -  DSS09

White - DSS01
Grey -    DSS02
Silver -  DSS03
Taupee   DSS04
Stone  - DSS05
Mud   -   DSS06
Brown - DSS07
Metal -   DSS08
Black  -  DSS09



TECHNICAL FEATURES  10mm

V2 MODERATE

| full body porcelain stoneware

Water absorption
UNI EN ISO
10545/3 Eb ≤ 0,5%

Average

 Eb ≤ 0,1%

Sizes
UNI EN ISO
10545/2

Length and width 
Thickness 
Linearity 
Wedging

± 0,6% max

±    5% max
± 0,5% max

± 0,6% max

± 0,5% max

Conforming

Surface resistance

UNI EN ISO
10545/4

Medium value 35 N/mm2 min.

Breakage resistance sp. > = 7,5 mm: min 1300 N 

sp. < 7,5 mm: min 700 N

Deep abrasion resistance
UNI EN ISO
10545/6 175mm3 max.

Average

 <150mm3

Coefficient of linear thermal expansion
UNI EN ISO
10545/8

Testing method available
6,2 MK-1

Thermal shock resistance
UNI EN ISO
10545/9

Testing method available Resistant 

Frost resistance UNI EN ISO
10545/12

Upon request Resistant 

Conforming 

Conforming 

Chemical resistance
UNI EN ISO
10545/13

Test method available Resistant 

Stain resistance of unglazed matt porcelain
UNI EN ISO
10545/14

Test method available Resistant 

Brilliance
More or equal to that of marble and 
granite.

Colours stability to light
DIN 51094

No noticeable color change. No alteration after testing

Slip resistance

DIN 51130

DIN 51097

D.M. 236/89
B.C.R.

ASTM C1028

Upon request 

Matt finish: R10

Matt finish: A 

Test available

TECHNICAL FEATURES

TEST 
ACCORDING

TO 
STANDARD

STANDARD 
REQUIREMENTS TEST RESULTS
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 10mm TECHNICAL FEATURES  8mm

| glazed porcelain stoneware

Water absorption
Assorbimento d’acqua
Absorption d’eau
Wasseraufnahme

UNI EN ISO
10545/3 Eb ≤ 0,5%

Average/Medio/ Moyenne/ Mittelwert

Eb ≤ 0,1%

Sizes
Dimensioni
Dimensions
Abmessungen

UNI EN ISO
10545/2

Length and width - Lunghezza e 
larghezza - Longueur et largeur - 
Länge und Breite
Thickness -Spessore -  Épaisseur 
- Stärke
Linearity - Rettilinearità spigoli - 
Rectitude des arêtes - 
Kantengeradheit
Wedging - Ortogonalità - 
Orthogonalité - Rechtwinkligkeit
Flatness - Planarità - Planéité - 
Ebenheit

± 0,6% max

±    5% max
± 0,5% max

± 0,6% max

± 0,5% max

Conforming
Conforme
Conforme
Erfüllt

Surface resistance
Resistenza alla flessione
Résistance à la flexion
Biegefestigkeit

UNI EN ISO
10545/4

Medium value 35 N/mm2 min.

Breakage resistance
Carico di rottura
Resistance à la rupture
Bruchlast

sp. > = 7,5 mm: min 1300 N

sp. < 7,5 mm: min 700 N

Deep abrasion resistance
Resistenza all’abrasione profonda
Résistance à l’abrasion profonde
Hochabriebbeständigkeit

UNI EN ISO
10545/6 175mm3 max.

Average/Medio/ Moyenne/Mittelwert

<150mm3

Coefficient of linear thermal expansion
Coefficiente di dilatazione termica lineare
Coefficient linéaire de dilatation thermique
Lineare Wärmeausdehnung

UNI EN ISO
10545/8

Testing method available
Metodica di prova disponibile
Méthode d’essai disponible
Prüfzeugnis verfügbar

6,2 MK-1

Thermal shock resistance
Resistenza agli sbalzi termici
Résistance aux écarts de température
Temperaturwechselbeständigkeit

UNI EN ISO
10545/9

Testing method available
Metodica di prova disponibile
Méthode d’essai disponible
Prüfzeugnis verfügbar

Resistant
Resistente
Résistant
Widerstandsfähig

Frost resistance
Resistenza al gelo
Résistance au gel
Frostbeständigkeit

UNI EN ISO
10545/12

Upon request
Su richiesta
Sur demande
Nach Anforderung

Resistant
Resistente
Résistant
Widerstandsfähig

Sizes
ISO 10545-2 UNI EN 14411-G

)    
•  Length and width -

• Thickness          
•  Lineartity  

•  Wedging 
• Flatness 
• Appearance  ≥95%

Complies with the standards

100%

Water absorption
ISO 10545-3 UNI EN 14411-G ≤0,5%

Average 
 - ≤0,5%

Modulus of rupture

ISO 10545-4 UNI EN 14411-G

R≥35 N/mm2 ≥35

Breakage resistance
≥1300 N

Complies with the standards 

Thermal expansion coefficient

ISO 10545-8 UNI EN 14411-G

Test method available
≤ 9 MK-1

Thermal shock resistance

ISO 10545-9 UNI EN 14411-G

Test method availabler Resistant

Frost resistance

ISO 10545-12 UNI EN 14411-G

Upon request Resistant

Resistance to acids and bases

ISO 10545-13 UNI EN 14411-G

As indicated by manufacturer
GLA
GHA

Resistance to domestic chemicals and 
additives for swimming pools

GB min. GA

Stain resistance
 ISO 10545-14 UNI EN 14411-G

Class 3 min.
Classe 3 min
Classe 3 min.
Mindest Klasse 3

Resistant

Colors resistance to light
DIN 51094

No noticeable color change Complies with the standards

Slip resistance

RAMP METHOD DIN 51130
BGR 181*

From R9 to R13
Da R9 a R13
Da R9 à R13
Von R9 bis R13

R10

Mean coefficient of Friction B.C.R. D.M. n°236 
14/6/89  μ> 0,40

μ> 0,40 Indoor/Outdoor 

ANSI A
137.1 (DCOF)  > 0,42 WET

Minimum single value 32

Maximum single value 0,6%

TECHNICAL FEATURES TESTING 
METHOD 

REFERENCE 
STANDARD ESTABLISHED LIMITS TEST RESULTS

±0.6% 
±5% 
±0.5% 
±0.6% 
±0.5% 



"Stay hungry, stay foolish".

S. Jobs  1955-2011



Diesse Ltd
Studio 3B, Dedham Vale 
Business Centre, Manningtree 
Road, Dedham, C07 6BL

Tel: 01206 805455 
info@diesseltd.co.uk




